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Red Hed offers you the right kind of high-quality 

hardware you need for either straight connecting  

of piping and meters or downsize connecting.

Our Bronze Meter Flanges, Reducing Meter 

Couplings, and Meter Downsizing Adapters  

allow you to meet your meter-connecting requirements 

with bronze, never-rust fittings crafted to exacting  

Red Hed standards. 

Red Hed Water Meter  
Downsize System
TO REPLACE OLD METER USE: PART NO.
1 ½” to 1” screw end standard type 1 pack 130402P

1 ½” to 1” screw end Red Hed style 1 pack 130501P

2” to 1” screw end standard type 1 pack 130502P

2” to 1” screw end Red Hed style 1 pack 130201P

1½” to 1” oval flanged 1 pack 200402P

2” to 1” oval flanged 1 pack 200501P

2” to 1 ½” oval flanged 1 pack 200504P 

1” to ¾” 2 pieces 1430

1” to ⁵⁄₈” x ¾” 2 pieces 1412

1 to ⁵⁄₈” 2 pieces 1402

¾” to ⁵⁄₈” x ¾” 1 piece 1425

Standard Meter Flanges

PART NO.
1 ½” screw type meter coupling (3 pcs with gaskets) 13014

2” screw type meter coupling (3 pcs with gaskets) 13015

1 ½” oval meter flange pack (includes gaskets & bolts) 200404P 

2” oval meter flange pack (includes gaskets & bolts) 200505P 

The answer to costly 
meter replacement  
is downsizing.

Meter Downsizing Accessories

USE: PART NO.
2”x 1” oval flanges with 1” standard meter couplings 20020P

1½” to 1” meter reducer with 1” standard meter couplings 131501P

1½” to 1” oval flanges screw directly onto new 1” meter 200402P

1” to ¾” meter reducer screw directly onto new ¾” meter 1430

1” to ⁵⁄₈” x  ¾” screw directly onto new ⁵⁄₈” x ¾” meter 1412

1” to ⁵⁄₈” meter reducer screw directly onto new ⁵⁄₈” meter 1402

¾” to ⁵⁄₈” x  ¾” reducer screw directly onto new ⁵⁄₈” meter 1425 

BRONZE 
METER
Hardware

We also craft...
USE: PART NO.

flush 
thread 
bushing

replace a ¾” x ⁵⁄₈” 
meter with ⁵⁄₈” meter 
without changing 
existing couplings

1450

flush 
thread 
bushing

replace a 1¼” with 
a 1” meter without 
changing existing 
meter couplings

1452


